H&H HDLA Light Duty Hi-Deck Trailers

Standard Features

¢5” aluminum channel top main frame.

#5” aluminum channel tongue.

¢2” aluminum tube & 2” aluminum channel
crossmembers combination on 28” on center spacing.

ePowder coated steel substructures.

216" adjustable height coupler with dual safety
chains.

#5000Ib set-back jack.

#2x8 wood floor.

eTandem 5’ wide, 3500Ib spring axles — 7000lb GVWR

e4-wheel electric brakes with break-away kit & battery.

#ST205-15 C rated bias tires on white wheels.

oFull LED lighting system.

OVERALL
MODEL DESCRIPTION DECK WIDTH DECK LENGTH
HDLA 16, 102"x16’ HDLA Hi-Deck Light Aluminum ...........cccociiiniiinieninenn, 1007 . e 16ft
HDLA 18 .o 102"x18’ HDLA Hi-Deck Light Aluminum ...........cccoociiiniinieninenen. 1007 . 18ft
HDLA 20......e 102”x20’ HDLA Hi-Deck Light Aluminum ..........ccccocvverciiniiinieeee 1007 oo 20ft
HDLA 22, 102”x22’ HDLA Hi-Deck Light Aluminum ..........ccccocoeeicinieinieeee 1007 oo 22ft

Optional Ramps & Carrier Available: 60"x72” Single Ramp & Carrier or 2-15"x72" Ramps & Carrier

Upgrade Options Description

Upgrade to 205/75R15 Radial Tires

Aluminum Wheels...........cccooiiiiiiiiiiniiiecns Upgrade to radial tires on aluminum wheels.
Extruded Aluminum Flooring .........ccccceveveveenes Planked style.

Single Ramp & Carrier..........cccoeieeiiieeeeenn. 60"x72” ramp.

Dual Ramps & Carrier ..........coccevcveeiieenecenenne 2 — 15"x72” ramps.

TOP RAIIS .. Aluminum rope rails.

DAFiNGS e Swivel-style

Additional options may be available.
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